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Quick Start: 

Step1  Make sure CCD Image well displayed. 

 Execute RvFlashMeasure, check if you can see the CCD image. 
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Step2  CCD Resolution Calibration. 

1. Press the setting button , it will then show several setting windows. 

2. First the window2, Select [ Object Calibrate ]. Press OK, then the window3. 

3. Select [ Ellipse Calibrate ] here.. 

4. Drag to cover a Ellipse object, the goes the window5, input the diameter (mm) for this circle. 

5. Press [OK], completing calibration. 
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Step3  Start Measuring. 

 Measure Toolbar: 

 

The measure tools on upper row are functioned as Free-Mode, Ellipse, Line-Segment, 

Distance-Between-Two-Ellipses, Distance-Between-Two-Lines, Distance-From-4Points, 

Multiple-Distances, Angle and Snapping. 

Tools on down row for ROI-Editing are Undo, Edit, Move, Resize, Rotate and Delete. 

 

 Display Toolbar: 

 
Functions from left to right are Home-View, Zoom-In, Zoom-Out, 1:1 View, Unit-Switch, 

Dark-background. 

 

 Ellipse Measurement 

1. Select Ellipse-ROI tool . 

2. Press +/- (Zoom-In/Zoom-Out) to display image in a proper zooming ratio. 

3. Mouse Right key down- hold and drag to pan image. 

4. Start measuring, Mouse Left key down- hold and drag to resize the Circle ROI to surround object. 

5. Task completed, measure result will show on right panel. 
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Dark background will make the ROI more clear.      

 

You can also switch between kinds of display modes.   
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 Line Measurement   

1. Select Line-ROI tool . 

2. Mouse left key down-hold-drag to resize the ROI size. Key-up after done. 

3. Task completed. 

 
 

 Distance between two circles 

1. Select Dist-two-circle tool . 

2. Mouse click or left-down-hold-drag to measure 1st circle. 

3. Mouse click or left-down-hold-drag to measure 2nd circle. Distance will then be calculated. 

4. Task completed. 
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Distance between Circle and Line 

1. Select Dist-Circle-Line tool . 

2. Mouse click or left-down-hold-drag to measure circle object. 

3. Mouse click or left-down-hold-drag to measure line object, distance will be then calculated. 

4. Task completed. 

 

 

Distance between Line to Line 

1. Select Dist-2Lines tool . 

2. Mouse click or left-down-hold-drag to measure 1st line. 

3. Mouse click or left-down-hold-drag to measure 2nd line, distance will be then calculated. 

4. Task completed. 
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Distance from 4 points 

1. Select Dist-4Pts tool . 

2. Click point P1,P2 to get 1st line. 

3. Click point P3,P4 to get 2nd line, distance will be then calculated. 

4. Task completed. 

 

Multiple Distances 

1. Select Multi-Distances tool  

2. Mouse left key down-hold-drag to define ROI. Key-up after done. 

3. Select one from 4 Distance options.. 

4. Task completed. 
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Angle between two Lines 

1. Select Angle-2Lines tool . 

2. Mouse click or left-down-hold-drag to measure 1st line. 

3. Mouse click or left-down-hold-drag to measure 2nd line. Angle will then be calculated. 

4. Task completed. 
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Step 4 Export report 

1. Press export button . 

2. A function menu will then displayed. Select [ Excel file], press [OK]. 

3. Then the file saving dialog showed. Select a folder, Click into sub-directories, Input File Name, 

Press [ OK ]. 

4. Task completed. Saving an Excel report file. 

 

 

Excel Report File 
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